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Date:  July 8, 2019 

To:  Members of the Historical Commission 

From:  Sarah Burks, Preservation Planner 

Re:  D-1535: Frink-Watts House, 115 Spring Street (1826) 

An application to demolish portions of the building at 115 Spring Street was made on May 9, 2019.  

The applicant, Cathy Wang, was notified of an initial determination of significance and a public hear-

ing was scheduled for July 11, 2019. 

Site 

The Frink-Watts house is located on the northeast corner of Spring and Fifth streets. The house is sited 

on a 2,749 square foot lot in a Residential C-1 zoning district.  This is a multi-family residential dis-

trict, which permits an FAR of .75 and has a height limit of 35 feet. The assessed value of the land and 

building, according to the online assessor's property database, is $937,100 (Map 25/Parcel 83). The 

property sold in April 2018 for a recorded price of $1,015,000.  

 
115 Spring Street        Cambridge GIS, 2019 

A driveway is located on the north side of the house, accessed by a curb cut on Fifth Street. To the east 

of the subject property is the East End House, a two-story brick structure. Opposite 115 Spring are 
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residential buildings of 2.5 stories. To the north, are a group of three frame row houses, each two sto-

ries high. On the west side of Fifth Street, there are two three-story homes.  

   

 
115 Spring Street        CHC staff photos, 7/9/19 

 

Architectural Description 

The 1826 Frink-Watts house is a Federal-period, two-story, center-hall home with a side-facing gable 

roof. The façade is organized into five bays, with the entry door located in the middle. The front door 

and side lights are enclosed by a hip-roofed entry porch (a later alteration). The fenestration is sym-

metrical, with double hung sash, which originally had 6-over-6 lights but now are modern 1-over-1 

replacement sash. The house sits on a fieldstone and brick foundation that accommodates for the 

changing grade along Fifth Street that slopes downhill  from north to south. 
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The walls are clad with wood clapboards. These were recently revealed when the asbestos shingle sid-

ing of 1969 was removed. The remaining trim is not elaborate and consist of corner boards of approxi-

mately 5ǌ and a simple band molding around the windows. A raking cornice and short gable end re-

turns are features of the two end walls. Federal houses in East Cambridge typically have very flat ga-

ble end walls, with little to no projection of the eaves. The front steps originally extended 6.5 feet to-

ward the street but were turned to the side in 1935.  

Two rear ells and a side wing expand the house to the north and east. Only minor changes to their con-

figuration have been made since 1874 including closing the narrow gap between the two ells and add-

ing a picture window on the east wing. They were not well constructed and are not considered signifi-

cant portions of the house. The applicant intends to reconstruct them on the same footprint.  

 

 
115 Spring St., 1873 Hopkins Atlas, Mrs. C. M. Watts, owner.                 Assessorôs sketch of existing building footprint. 
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The applicant has cited the low floor-to-ceiling heights as the reason to raise the roof by two feet and 

to alter the placement of the second-floor. The second-floor windows are proposed to be lifted by a 

comparable amount, retaining the relationship of the window headers to the eave line. Significant 

structural problems do require substantial repair, but the main block of the house appears to be recov-

erable. The initial approach was to lift the house from its foundation but concerns about the structural 

integrity led the proponents to change course and propose to add the extra height at the top of the sec-

ond-floor walls and to reconstruct the roof. 

             
Southeast corner, showing rot of the corner post and sill.            Ells on the northside of house. 

East side wing visible in background. 

Houses of this period were typically of heavy post and beam framing. The wall surfaces between the 

framing members consist of studs and non-structural insulating materials between the studs. Lathe was 

nailed to the studs to support the plaster interior walls.  

A house of similar scale and style is located at 136 Thorndike Street. It dates to 1834 and was reno-

vated in 2010-2011. 

           
136 Thorndike St. (1834) Photos from: https://www.redfin.com/MA/Cambridge/136-Thorndike-St-02141/home/1552611 

History 

East Cambridge originated as a speculative real estate development at the beginning of the 19th cen-

tury. A grid of streets was laid out on the salt-marsh island known as Lechmereôs Point, and residential 

construction began near the top of the hill along Otis and Thorndike Streets. Early industry developed 

along the Millerôs River north of East Cambridge, and the marshes south and west of the neighborhood 

remained undeveloped until after the Civil War. 

https://www.redfin.com/MA/Cambridge/136-Thorndike-St-02141/home/1552611

